e Efficiency Monitoring - Monitoring effluent of
volatile organic compound (VOC) reduction
- Pradicien 195 of full] sesle equipment for environmental compliance,
e 19" rack/bench mount efficiency control of incinerators (Thermal or
q catalytic), scrubbers, carbon absorbers, and
] other abatement equipment, monitoring of

e Zero and calibration solenoids with . . -
software catalytic converters, combustion and diesel

+ RS-232 interface e ey -
« Internal combustion air supply * Safety Monitoring - Lower explosive limit

(LEL) monitoring and/or control of

7R€JaI€Q_AlalLall|ﬁ_EqmﬂmfinL ovens/dryers, fugitive emissions monitoring,

° Automatlc flame- out indicators
* Adjustable alarm and oven settings

* Zero air generator (Reduces bottles) personnel work area monitoring, leak
* Hydrogen generator (Reduces bottles) detection of process equipment or solvent
* Heated sample lines and controllers storage areas.

» Strip chart recorders and data loggers
* NEMA rated enclosures

e Stack Monitoring
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Fuel - UHP Hydrogen @ 18psi incoming pressure

Combustion Air - Oil/Water/Hydrocarbon free instrument air @ 18psi incoming pressure

Zero Calibration Gas - UHP zero grade air or nitrogen @ 9psi incoming pressure

Span Calibration Gas - Known concentration of operator selected hydrocarbons balanced in
either air or nitrogen @ 9psi incoming pressure (VIG recommends using a mixture of methane,
ethane and propane balanced in air to save calibration time)

Carrier Gas - UHP nitrogen @ 30psi incoming pressure

Compressed Air - Oil/Water free air @ 50psi incoming pressure for column switching valve

Power Requirements - 115VAC @ 60Hz @ 720Watts or optional 220VAC @ 50Hz
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Warranty

All instruments sold by VIG Industries, Inc. are warranted for a period of one (1) year from date of purchase against defects in materials and workmanship.
The seller warrants that the product supplied conforms to the specifications assigned thereto. There is no other warranty either expressed or implied.
Seller liability is limited specifically to the cost or assigned value of the items sold. Service contracts are available after the warranty expires.




